
RoHS LVD EMC

Todos nuestros productos tienen una duración superior a 25.000 h, con un ciclo de encendido/apagado mayor a 15.000. Además cuentan, como mínimo, 
con la clasificación energética “A” y cumplen las siguientes normativas:

Dimensiones del embalaje

LED TECHNOLOGIESDatos técnicos

G9 Tipo Modelo Dimensiones Material Lúmenes Voltaje ÁnguloTemp. colorW PF

G24d Tipo Modelo Dimensiones Material Lúmenes Voltaje

Ángulo

Temp. colorW PF

AR111 Tipo Modelo Dimensiones Material Lúmenes Voltaje

Ángulo

Temp. colorW PF

49.5x15.5 mm 32x2835 Epistar >0,5 220
2.700 K
6.000 K

AC 85-265 V 360º3 SMD
ELACG9-3S360WW
ELACG9-3S360CW

Gel de sílice

G9

930
975

3.000 K
6.000 K

AluminioSMD
ELACG24D-9A110WW
ELACG24D-9A110CW

167x36mm36 x 2835 Epistar >0,9 AC 100-270V 110º9

G24d

111x66 mm 1 x 15 W Epistar >0,9
1.120
1.250

2.700 K
6.000 K

AC 100-250 V 30º15 COB
ELACAR-15A30WW 
ELACAR-15A30CW

Aluminio

AR111

G9- SMD - 3 W G24D- SMD - 9 W AR111 - COB -15W

100385x385x340 mm20x20x60 mmELACG9-3S360 Series

G9 Caja individual Caja exterior Uds. por caja AR111 Caja individual Caja exterior Uds. por caja

G24d Caja individual Caja exterior Uds. por caja

100250x250x380 mm45x45x180 mmELACG24D-9A110 Series

50620x620x190 mm110x110x75 mmELACAR-15A30 Series
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LED TECHNOLOGIES
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Color Parameters:
Chromaticity Coordinate:x=0.3262  y=0.3152

Chromaticity Coordinate:u'=0.2129  v'=0.4628(duv=-1.09e-02)

Tc=5829K  Dominant WL:Ld=380.0nm  Purity=5.3% Centroid WL:548.0nm

Ratio:R=16.3% G=80.3% B=3.4%  Peak WL:Lp=445.0nm  HWL:22.5nm

Render Index:Ra=77.3

R1 =80 R2 =80 R3 =75 R4 =80 R5 =80 R6 =71 R7 =81

R8 =71 R9 =11 R10=48 R11=80 R12=50 R13=79 R14=85 R15=80

Photo Parameters:
Flux: 218.25 lm   Fe: 0.71576 W Efficacy:77.68 lm/W

Electrical Parameters:
Lamp     : U=229.7V  I=0.02414A  P=2.810W PF=0.5067

Instrument Status:
Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=33942(G=5,D=56)
REF=5951(R=4) %=-0.510% PMT: 29.8 centigrade [150.0]

Product Type:G9-3W-6000K-2835 Manufacturer:
Number:9 Test Department:
Temperature:25.3 deg Humidity:65.0%
Test Operator: Test Date:2015-09-02 15:45:36
Software:V2.00.125 Instrument:PMS-80_V1 (SN:1001029)

ELACG9-3S360CW Spectrum Test Report

LED TECHNOLOGIES
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ELACG24D-9A110WW Spectrum Test Report

LED TECHNOLOGIES

Lamp Description

Measured Data of Lamp

Lamp Name: ELACG24D-9A110WW

Lamp Type:

Light Type: Light Number:

Lamp Size: Lamp Weight:

Rated Voltage: Rated Power:

Rated Flux:

Voltage223.8v Current :0.041A    Power:9.0w   Power Factor:0.965

Total flux

Lamp Efficiency

Peak Intensity

Light Efficiency

Location of Peak(c, Ɣ)

910 lm

463 lm 447 lm

Central Intensity 352.8 cd

354.0 cd

101.41 lm/W

(120º , 6º)

Upward Light Flux

Beam Angle

Distribution Curve of Meridian

117º

Downward Light Flux

LED TECHNOLOGIES

EASTECH ELECTRIC S.A.U.
www.eastech.es

c-Range:0-360º  Ɣ-Range:0-90º   Humidity:50%   Temperature:24 Celsius
c-Interval:30º   Ɣ-Interval:3   Test Date:2014-8-19  Test Distance:2.0m
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ELACG24D-9A110WW Spectrum Test Report

LED TECHNOLOGIES

Lamp Description

Measured Data of Lamp

Lamp Name: ELACG24D-9A110WW

Lamp Type:

Light Type: Light Number:

Lamp Size: Lamp Weight:

Rated Voltage: Rated Power:

Rated Flux:

Voltage223.8v Current :0.041A    Power:9.0w   Power Factor:0.965

Total flux

Lamp Efficiency

Peak Intensity

Light Efficiency

Location of Peak(c, Ɣ)

910 lm

463 lm 447 lm

Central Intensity 352.8 cd

354.0 cd

101.41 lm/W

(120º , 6º)

Upward Light Flux

Beam Angle

Distribution Curve of Meridian

117º

Downward Light Flux

LED TECHNOLOGIES

EASTECH ELECTRIC S.A.U.
www.eastech.es

c-Range:0-360º  Ɣ-Range:0-90º   Humidity:50%   Temperature:24 Celsius
c-Interval:30º   Ɣ-Interval:3   Test Date:2014-8-19  Test Distance:2.0m

ELACAR-15A30WW Spectrum Test Report

LED TECHNOLOGIES

EASTECH ELECTRIC S.A.U.
www.eastech.es
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Color Parameters:
Chromaticity Coordinate:x=0.4630  y=0.4089/u'=0.2653 v'=0.5272

Tc=2643K  Dominant WL:Ld =584.8nm  Purity=61.7%

Red Ratio:R=27.9%  Peak WL:Lp=608.7nm  HWL:Lhd=112.0nm

Render Index:Ra=83.7

R1 =83 R2 =94 R3 =93 R4 =81 R5 =84 R6 =95 R7 =81

R8 =59 R9 =13 R10=88 R11=81 R12=81 R13=86 R14=97 R15=75

Photo Parameters:
Flux  = 1473 lm   Eff. : 96.60 lm/W  Fe  = 4.624 W

Electrical parameters:
V = 230.1 V     I = 0.07044 A    P = 15.25 W PF = 0.9411

Status:  Integral T = 192 ms  Ip = 45607 (70%)

           Test Type: Accuracy Test; Delicacy = High; Tecool: ON

Model:ELACAR-15A30WW Number:ELACAR-15A30WW
Tester:WONG Date:2014-12-10
Temperature:4.5Deg Humidity:65.0%
Manufactory:BMD Remarks:

ELACAR-15A30CW Spectrum Test Report

LED TECHNOLOGIES

EASTECH ELECTRIC S.A.U.
www.eastech.es
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Color Parameters:
Chromaticity Coordinate:x=0.3225  y=0.3372/u'=0.2015 v'=0.4741

Tc=5963K  Dominant WL:Ld =496.3nm  Purity=3.4%

Red Ratio:R=15.8%  Peak WL:Lp=456.1nm  HWL:Lhd=26.0nm

Render Index:Ra=85.8

R1 =85 R2 =93 R3 =95 R4 =82 R5 =84 R6 =88 R7 =88

R8 =72 R9 =23 R10=81 R11=81 R12=61 R13=88 R14=98 R15=81

Photo Parameters:
Flux  = 1606 lm   Eff. : 104.81 lm/W  Fe  = 5.255 W

Electrical parameters:
V = 230.1 V     I = 0.07096 A    P = 15.33 W PF = 0.9392

Status:  Integral T = 260 ms  Ip = 45489 (69%)

           Test Type: Accuracy Test; Delicacy = High; Tecool: ON

Model:ELACAR-15A30CW Number:ELACAR-15A30CW
Tester:WONG Date:2014-12-10
Temperature:4.5Deg Humidity:65.0%
Manufactory: Remarks:
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