@ Eastech Lighting

ELACG9-3S360WW Spectrum Test Report
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Color Parameters:

Chromaticity Coordinate:x=0.4787 y=0.4287

Chromaticity Coordinate:u'=0.2664 v'=0.5368 (duv=5.07e-03)

Tc=2589K Dominant WL:Ld=583.3nm Purity=72.4% Centroid WL:597.0nm
Ratio:R=26.4% G=72.7% B=0.9% Peak WL:Lp=600.0nm HWL:115.3nm

Render Index:Ra=73.1

R1 =70 R2 =81 R3 =93 R4 =71 R5 =68 R6 =75 R7 =80

R8 =47 R9 =-22 R10=58 R11=66 R12=47 R13=71 R14=96 R15=62

Photo Parameters:
Flux: 219.40 1m Fe: 0.63646 W Efficacy:77.87 1lm/W

Electrical Parameters:
Lamp : U=230.5V T1=0.02391A P=2.817W PF=0.5111

Instrument Status:

Scan Range:380.0nm-800.0nm Interval:5.0nm[0] Ip=8818 (G=5,D=56)
REF=6067 (R=4) %=-0.533% PMT: 29.9 centigrade [150.0]
Product Type:G9-3W-2700K-2835 Manufacturer:
Number:10 Test Department:
Temperature:25.3 deg Humidity:65.0%
Test Operator:KEVIN Test Date:2015-09-02 15:47:56

Software:vV2.00.125 Instrument:PMS-80 V1 (SN:1001029)




